
DSI M 90PK

TECHNICAL DATA

Standards

General Properties / Field of Applications
DSI M 90PK is a martensitic Laser Welding Wire wire which has developed from      
DSI M 90 Laser Welding wire. Its provide a higher proof and tensile strength. Its 
carburisable, aging resistant and its perform up to 550°C heat resistant. Beside its 
provide high performance in etching surfacing process and mirror surface finishing. 
The wire is applicable for carburising and nitride coating.

Compatible Materials (Selection)

Packaging and available Sizes*

EN ISO 21952-A  G Mo Si
AWS A5.28  ER80S-G

Mechanical Properties

Chemical Composition (Standard Values in %)

Spool : MA125 mm Ø mm  0.2 / 0.3 / 0.4 / 0.5 / 0.6 / 0.7 / 0.8 / 1.0 / 1.2
Rod : 500 / 1000 mm Ø mm  0.2 / 0.3 / 0.4 / 0.5 / 0.6 / 0.7 / 0.8 / 1.0 / 1.2

08

* Other dimensions available on request wires@dsilaser.com

DIN Material Nr. 1.5424

NAK55 / HPM50 / 40CMD8S / 40CMD8 / SP300 / M238 / MAS1C / P20 / M300

PX-5 / EM38 / SPM-20 / FC25 / N238 / MP20 / KD20 / S50C/ Toolox33

S136 / DH2FP20 / M300 / S136 / DH2F / 1.2311 / 1.2312 / 1.2738

C Si Mn Mo Fe
0.1 0.6 1.4 0.5 Rest

Yield strength Rp0.2 [MPa] / [N/mm²] 570
Tensile strength Rm [MPa] / [N/mm²] 680
Elongation A (L0 = 5d0) [%] 28

EN
 10204 / 3.1

Steel Low
 Alloyed

e-version
EN 10204 / 3.1 Quality Certified


